1.0 BASIC MAINTENANCE MATERIALS

The tools, accessories and lubrication material listed will assist
the operator in the basic maintenance of this Microscope.

Small camel-hair brush - % inch

Infant ear syringe

Screwdrivers - assorted, Jeweler's type and off-set type
. Lens paper

Cotton Tip applicators

Allen wrenches - assorted sizes

. Alcohol - Methyl - technical grade

Lubricant grease - Mobil #3 or Shell Plastilube

9. Tube of graphite powder to mix with grease
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NOTE: Sporting Goods stores supply a graphite/grease mixture
used to lubricate fishing reels and firearms.

10. Volt-ohm multi-test meter

11. K2216 Modified



Method for Inserting and Calibrating

A0®Eyepiece Reticles in
AO Eyepieces Nos.133,134,142,145,146,146B,
147,147B,157,157B,176,180,184

To Insert Reticles: Reticle insertion procedure
varies with eyepiece type and construction. There-
fore, first identify eyepiece by catalog number
engraved on it. Then follow applicable directions

below.

1. Wide Field Eyepiece:
Catalog No.180 — 10X

Accepts reticles of AO 475-481 Series, 21.9mm
in diameter. Place reticle, with ruled side up,
into bottom of eyepiece. Seat reticle against
field diaphragm (Figure 1). Push retairing ring
against reticle to hold in place.
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Figure 1. Catalog No. 180 10X Wide Field Eyepiece

2. Wide Field Eyepieces:

Catalog Nos. 134,145,176 — 10X
147,1478B,184 — 15X
157, 157B — 20X

These eyepieces accept reticles of AO 1400
Series, 20mm in diameter.

To insert a reticle into the eyepiece, place the
reticle into the No. 148 reticle mount with the
ruled side facing up. Slide the mounted reticle
into the eyepiece tube until it seats against the
field diaphragm.

NOTE: Reticles provided for STEREOSTAR®
/Zoom Microscopes are factory-installed
in reticle mount.
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Figure 2. Catalog No. 176 Wide Field Eyepiece

3. Wide Field Eyepieces:

Catalog Nos. 146,146B — 10X

The 146 and 146B eyepieces accept reticles
of the 1400 series, 20mm in diameter. To
install reticle, remove field lens assembly using
wrench as indicated in Figure 3. Do not com-
pletely disassemble eyepiece. Insert reticle,
with ruled side up, into retaining cell of the
field lens assembly. Use care to keep lenses
clean.

4. Huygenian Eyepieces:

Catalog No.133 — 5X
Catalog No. 142 —10X






